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INVIDIA: S INVIDIA: Q
24 x 28 x 39cm
12 Kg
300W

2U, 8.6 x 48 x 59cm
16 Kg
350W

Supervision Kit
Alarm Outputs

Dimensions
Maximum Weight
Power

Alarm Management Software
Output Ports
Input Ports
Communication Protocols
Network Commection
Input Activation Signal
Video Export Options
Security Rules for Camera
Video Inputs
Compatible Cameras
Video Detection Capabilities

900, 5500, 9036, 21000 (configurable)

4, 8 or 16 N/O or N/C (external optional)

In-built DVD-RW (INVIDIA: S only) or USB

Analogue or IP
Person, vehicles or other

2, 4, 6 or 8 - BNC connector
Unlimited

Ethernet 10/100/1000
TCP/IP, SMTP

9034, 465 (configurable)
Supervision application (preinstalled)
Keyboard & mouse (USB)
2, 4 or 8 N/O (internal)

1 input per channel - max 8 per device

Future
Proof

Technology
Improves
Monitoring
Efficiency

Reduces
Maintenance

Costs

Return
on

Investment

Primary
i-LIDS

Reduces
Installation

Costs

Upgradable
Features
IP Compatible

Guaranteed
Quality
Assurance
Highest Home
Office
Accreditation
Up to 99.5%
reduction in
false alarms
Built-in
Transmission
Retrofit to
existing
systems
Remote
Diagnostics
Full remote
set-up

(Left/removed object, loitering and trip wire optional)
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Insight Management Reports (IMR)Monitoring from any approved central
station or from your own head office.
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Smart Scene

Smart Watch

linked to the relevant video footage.

Our Smart Wire module allows multiple

scene. Only when a classified object
completely crosses over the line and in
the direction selected is an activation
created.

lines to be drawn anywhere on the
Our Smart Watch module analyses a
scene and identifies when an object has
either been left or removed from a scene. 

Our Smart Scene module will identify
when a person or vehicle has remained
within a selected area for a user defined
period of time.

Our Smart Track module analyses the
movement of people and vehicles within
a user defined area. The system will

                                               classify the cause of the activation and
                                               the alarm.


